Home P
Improvement =5
Details
.U
|
.

=l

tM g

0F 9
SB(I"SIIML




Detached
Garage/
Storage Shed
Details




CITY OF SCOTTSDALE

SUBMITTAL
REQUIREMENTS FOR
18 X 22°

Detached Storage Shed/Garage

This information covers the basic requirements for a detached (non habitable) accessory
structure for single-family residential lot. A building permit is required for the
construction of a detached accessory building, used as a tool or storage shed that exceeds
120 square feet of projected roof area. Any electrical or plumbing that is run to the
accessory structure requires a permit regardless of the buildings size. This should not be
considered as a complete list of code requirements. Inspections must be passed before the
work is considered completed by the City of Scottsdale.

A. DEFINITIONS
1. Accessory building shall mean a building, the use of which is customarily incidental to
that of the main building.

B. LOCATION
NOTE: Any accessory building that is located less than 10 feet from the residence is
considered an attached structure and must be designed accordingly. It must meet the
setback requirements of the City of Scottsdale Zoning ordinance for the main residence.
All setbacks are measured from the property lines to the face of the buildings. When
measuring between buildings the distance is from face of structure to face of structure, the
rooflines are allowed to overhang two feet into the area between the structures.

A detached accessory building must be a minimum of 10 feet from the main
structure and 6 feet from any other structure on the lot.

Accessory buildings cannot be built in the required front or side yards, (see
attached example)

Accessory buildings cannot be built in any easements that may be on your property,
such as a public utility, equestrian or drainage easements. You may check with the
City Records Department at 480-312-2356 for the location of any easements that
may be on your property.

Accessory buildings that are 10 feet or less in height (to the highest point of the
roof) may be 2 feet from the property line. NOTE: There are additional Building
Code requirements that must be met for structures that are within 3 feet of a
residential property line. If this will apply to your building, please call 480-312-
7083 for additional Building Code information.

For every additional foot of building height over 10 feet you must add an additional
foot of setback from the property lines. Example: A detached building 14-foot tall




would have to be 10 feet from the house, and 6 feet from the property lines (2’ for
the first 10’ and 4° for the additional height).

e Accessory buildings used a garage or carport with access from an alley, shall not be
located closer than fifteen (15) feet to the centerline of the alley. An additional foot
of setback must be provided for each foot of building height above twelve (12) feet.

e Accessory structures cannot cover more that thirty (30%) percent of the rear yard

C. PERMIT AND PLAN REQUIRMENTS

e Plot plan-provide a plot plan (see attached example) showing the streets, property
lines, lot dimensions, location of the new and the existing structures on the lot and
the setback dimensions from property lines and structures. You may check with the
City Records Department (480-312-2356) to see if there is an existing site plan on
file for your property. If one is not available, you can get a copy of your
subdivision lot showing the lot dimensions and any easements that may be on your
property.

¢ Building plans-the attached building plans are for your use in constructing a
building that is eighteen (18) feet wide by twenty two (22) feet deep. You may not
use these details to construct a habitable structure or exceed the building dimensions
that are given. If these dimensions do not meet your needs then plans must be
designed and submitted for review and approval.

D. INSPECTION REQUIREMENTS
You will be provided an inspection card that will list and detail the required inspections.
The following list is for your information and may vary depending on what you will be
including in your building.
e A pre site inspection
e A lowest floor inspection (pad and slab height)
e An exterior footing inspection. NOTE: if providing electrical or plumbing you will
also need underground electrical, sewer and water line inspections
e A stem wall inspection
e A rough framing inspection NOTE: if you are providing electrical or plumbing to
the building you will also need rough electrical and plumbing inspections
e A roof deck, strap and shear inspection
e Wall board/drywall inspection (if being installed)
e Final inspections will be required by the Building, Site and Survey Inspection

Departments.
PHONE NUMBERS ABBREVIATIONS
Inspection Services 480-312-5750 W/N = WITHIN
Development Services- 0.C. =ONCENTER
Planning and Zoning Div. 480-312-7083 PRESS. = PRESSURE TREATED
Automated Inspection P.U.E. =PUBLIC UTILITY
Request Line 480-312-5796 EASEMENT
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NOTE! SPACE ABOVE
ATTIC IS NOT TO BE

USED FOR STORAGE 8d@6" 0.C.

BOUNDARY NAILING
ROOFING FELT PER MFR.
1/2 CDX PLY OR 0SB

\ 2 X 6 RAFTER

2 X 8 SOLID
CONTINUOUS RIDGE

/2 RIDGE CONNECTIONS
N

1/2" CDX PLYWOOD OR OSB 1" "BIRD'S MOUTH™ CUT

SIMPSON™ H2.5 ROOF SHEATHING W/
(3) 16 8d’s NAILED
8” 0.C. EDGES * .

@ EACH BAY W/

3 16d TO PLATE
2 X 6 RAFTERS @ 24" O.C.

2X_DOUBLE
TOP PLATES N
\OPTIONAL 1/2” GYPSUM BOARD
\”SIMPSON” H25 EVERY OTHER STUD
T1—-11 OR \2X4 OR 2X6 STUD WALL —
STUCCO SYSTEM i STUDS @ 16" O.C.

/B EAVE CONNECTIONS
N

D2—FRAMING DETAILS

NOT TO SCALE




20 GA.x 1 1/2" STRAP
4 X 12 SAWN BEAM OR
(2) 2 X 12

\
\
N\

o ~— 20 GA.x 1 1/2" STRAP
.°| [R_DBL 2X_ POST

2X_ KING STUD
L

BEAM TO FRAME
WALL CONNECTION

N

4x SAWN BEAM £j-4x SAWN BEAM
/_\ \\L
[} o { } [}
6\ o /X
APPROVED APPROVED END
POST CAP POST CAP
POST AND BEAM END POST AND BEAM

St AM CONNEC TTONS




ONINV S T TVM

Y3INY0D T1IvM TvDIdAL
oz_xoon_m_|_

/\m.oEm

IVOIdAL

TV

W dNLS dOOM NI d3dViIH TVOIdAL

dINHO0D

1X3IN  3FHL 4O ONINIdO TIvM 3JHL dNOA34

J 0L d3NJOO JHL WOH4 ONIHLVIHS dOOMATd
.8/¢ NNWININ 3dINO¥d ‘SONIN3LO 0L 3na
d3zrniLn 38 1ONNVO NI—L137 ONIOVHE Jd3IHM

NNWNIXVIN G2 Ad3IAT ANV
SY3INJOO 40 AN3 HOVE L1V d30vdd 38 TIVHS
STIVM d0Id3LX3 TV 40 3JAIS dO0ld3LX3 IHL

0L 40 1HOIFH WNWIXVIN

HLIM ATINO ONIMI3O ANV 400d ONILYOddNS

‘00 . #Z NVHL 3¥OWN LON @30VdS SANLS 9xZ
dO ¥XZ HLIM d3LONYSNOD 39 TIVHS SONIATINg
JAVH4 dAOOM AHOLS INO 40 STIVM d0I¥3LX3

ONIOVYHE TIVM NI—L3T 1VNOILJO

"dAVLS ONIQVYO Q3A0dddY
NV dv3g TIVHS d38ANT TV
‘Av0T1 NO SAN3d3d ONIDVdS

ANV 3avyd 'SANLS doom

8]
‘4394V1 0 9 SI . NIHM SANLsS
- ONIMV3Ig ¢ 40 °NIW'SNOILOVIY
430QV3IH NO SAN3Id3d ¥3Av3aH
anLs ONILYOddNS SANLS 40 ¥389ANN

ONIM

‘¥304v1 40 9 Sl
NIHM dN3 V3 LV
dvdlS TIVLISNIN

[EpacP ofs o 5 0505 o

T - /P /

doomMa3y| MO A3yl |
JFANSSIAd| |— FLV]IH XC

VHL
TTVHS 1

b -

‘dAV1S ONIGVYO Q3A0YddY
NV dv38 TIVHS ¥38ANT TV
‘@v01 NO SAN3d3a ONIdVdS

ANV 3avy9 ‘sanls daoom

/.

T m

m._“_.,w_“..- avoT ¥04 ¥3AVAH 3ZIS N

()NIN[E T : ]
ALV "LNOD

~[lom 1§ % i A

7 °A

T
/&mm.?j& NO01108 % d0l1

® SANLS NO (dAL)SZH

o /e 1)

"ANIT TIVM @30Vdd 40 N3 HOV3 WOY4 .8 WNNIXY N~

J1LV1d dOL'LNOD

i.’-

LA




NAILING SCHEDULE (TABLE

23—11—B—1)

CONNECTION NAILING !
1. JOIST TO SILL OR GIRDER, TOENAIL 3—8d
2. BRIDGING TO JOIST, TOENAIL EACH END 2—-8d
3. 1"x6” SUBFLOOR OR LESS TO EACH JOIST, FACE NAIL 2—-8d
4. WIDER THAN 1”x6” SUBFLOOR TO EACH JOIST, FACE NAIL 3—8d
5. 2”7 SUBFLOOR TO JOIST OR GIRDER, BLIND AND FACE NAIL 2-16d
6. SOLE PLATE TO JOIST OR BLOCKING, FACE NAIL 16d " 0.C

SOLE PLATE TO JOIST OR BLOCKING, AT BRACED WALL PANELS

~N

. TOP PLATE TO STUD, END NAIL

. STUD TO SOLE PLATE

4—-8d, TOENAIL OR
2—-16d, END NAIL

. DOUBLE STUDS, FACE NAIL

16d at 24" O.C.

10. DOUBLED TOP PLATES, FACE NAIL 16d at 16” O.C.

DOUBLED TOP PLATES, LAP SPLICE 8-16d
11. BLOCKING BETWEEN JOISTS OR RAFTERS TO TOP PLATE, TOENAIL 3—8d
12. RIM JOIST TO TOP PLATE, TOENAIL 8d at 16” O.C.
13. TOP PLATES, LAPS AND INTERSECTIONS, FACE NAIL 2-16d

14. CONTINUOUS HEADER, TWO PIECES 16d at 16” 0.C.

ALONG EACH EDGE
15. CEILING JOIST TO PLATE 3—8d
16. CONTINUOUS HEADER TO STUD, TOENAIL 4—-8d
17. CEILING JOISTS, LAPS OVER PARTITIONS, FACE NAIL 3—16d
18. CEILING JOISTS TO PARALLEL RAFTERS, FACE NAIL 3—16d
19. RAFTER TO PLATE, TOE NAIL 3—8d
20. 1" BRACE TO EACH STUD AND PLATE, FACE NAIL 2-8d
21. 1"x8” SHEATHING OR LESS TO EACH BEARING, FACE NAIL 2-8d
22. WIDER THAN 1"x8” SHEATHING TO EACH BEARING, FACE NAIL 3—8d

23.

BUILT-UP CORNER STUDS

16d at 24" O.C.

24,

BUILT-UP GIRDER AND BEAMS

20d at 32" 0.C. AT TOP AND

BOTTOM AND STAGGERED 2-20d
AT ENDS AND AT EACH SPLICE

25. 2" PLANKS 3—8d
26. WOOD STRUCTURAL PANELS AND PARTICALBOARD:?
SUBFLOOR, ROOF AND WALL SHEATHING (TO FRAMING):
1/2" AND LESS 6d3
19/32" — 3/4" 8d4 or 6d5
7/8" — 1" 8d3
11/8" —11/4" 10d4 or 8d5
COMBINATION SUBFLOOR—UNDERLAYMENT (TO FRAMING):
3/4" AND LESS 6d5
7/8" — 1" 8d5
11/8" —11/4 10d4 or 8d5
27. PANEL SIDING (TO FRAMING):
1/2" OR LESS 6d6
5/8" 8d6
28. FIBERBOARD SHEATHING:?
1/2" No. 11 ga.8
6d4
No. 16 ga.?
25/32" No. 11 ga.8
8d4
No. 16 ga.?
29. INTERIOR PANELING
1/4" 4410
3/8" 6d11

CONTINUED



NAILING SCHEDULE
(TABLE 23—11-B—1)
NOTES

COMMON OR BOX NAILS MAY BE USED EXCEPT WHERE
OTHERWISE STATED.

NAILS SPACED AT 6 INCHES ON CENTER AT EDGES, 12
INCHES AT INTERMEDIATE SUPPORTS EXCEPT 6 INCHES
AT ALL SUPPORTS WHERE SPANS ARE 48 INCHES OR
MORE. FOR NAILING OF PLYWOOD AND PARTICLEBOARD
DIAPHRAGMS AND SHEAR WALLS, REFER TO SECTION
2315.3.3 AND 2315.4 NAILS FOR WALL SHEATHING MAY
BE COMMON, BOX OR CASING.

COMMON OR DEFORMED SHANK.
COMMON.
DEFORMED SHANK.

CORROSION—RESISTANT SIDING OR CASING NAILS CON-—
FORMING TO THE REQUIREMENTS OF SECTION 2304.3.

FASTENERS SPACED 3 INCHES ON CENTER AT EXTERIOR
EDGES AND 6 INCHES ON CENTER AT INTERMEDIATE
SUPPORTS.

CORROSION—RESISTANT ROOFING NAILS WITH 7/16” DIA.
HEAD AND 1 1/2” LENGTH FOR 1/2” SHEATHING AND 1 3/4"
LENGTH FOR 25/32" SHEATHING CONFORMING TO THE
REQUIREMENTS OF SECTION 2304.3.

CORROSION—RESISTANT STAPLES WITH NOMINAL 7/16"
CROWN AND 1 1/8" LENGTH FOR 1/2" SHEATHING AND
1 1/2" LENGTH FOR 25/32" SHEATHING CONFORMING TO
THE REQUIREMENTS OF SECTION 2304.3.

PANEL SUPPORTS AT 16 INCHES [20 IF STRENGTH AXIS
IN THE LONG DIRECTION OF THE PANEL, UNLESS
OTHERWISE MARKED]. CASING OR FINISH NAILS SPACED
6 INCHES ON PANEL EDGES, 12 INCHES AT INTERMEDIATE
SUPPORTS.

PANEL SUPPORTS AT 24 INCHES. CASING OR FINISH NAILS
SPACED 6 INCHES ON PANEL EDGES, 12 INCHES AT
INTERMEDIATE SUPPORTS.



Residential
Masonry
Fence/Wall
Details




CITY OF SCOTTSDALE
SUBMITTAL
REQUIREMENTS
FOR RESIDENTIAL
SIX (6) FOOT MASONRY

WALLS

This standard includes the minimum
requirements for construction of residential
masonry walls and fences on single-family
residential lots located south of Shea Blvd
and west of 122" street. A building permit
is required for the construction of new
masonry walls three (3) feet or taller-or for
the replacement of an existing fence. This
standard does not include the construction
of retaining walls. This should not be
considered a complete list of code
requirements. Inspections must be passed
before the work is considered completed by
the City of Scottsdale.

A. LOCATION

Walls and fences are permitted on the property
line or within the required side or rear yard.
Walls and fences shall not exceed three (3) feet
in height located within the required front yard.
The fence height is measured from natural
grade on the inside of the enclosure. NOTE:
setbacks are measured from property lines.

Phone Numbers:

Inspection Services 480-312-5750

Development Services 480-312-0000

Planning and Zoning 480-312-7083

Automated Inspection

Request Line 480-312-5796
1

Revised 07*24%2002

B. PERMIT AND PLAN REQUIRMENTS

1. Provide a plot plan (see attached example)
showing the street(s), property lines, lot
dimensions, location of all existing
structures and the location of the fence.
List the lineal footage of the fence to be
built. You may contact the City Records
Department (480-312-2356) to verify if
there is an existing site plan on file for your
property. If one is not available, you may
obtain a copy of your subdivision lot
showing the lot dimensions and any
easements on your property.

2. The attached building plans are for your
use. You cannot exceed the fence/wall
height dimensions that are shown.

C. INSPECTION REQUIREMENTS
You will receive an inspection card that
lists in detail the required inspections. The
following list is for your information and
may vary depending on what you will be
including in your building.

1. A fence footing inspection.

2. A masonry grout inspection

3. A masonry bond beam inspection

4. A fence final

ABBREVIATIONS:

P.U.E. =PUBLIC UTILITY EASEMENT
W/N=WITHIN

O0.C=ONCENTER

PRESS.=PRESSURE TREATED
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CITY OF SCOTTSDALE

SUBMITTAL
REQUIREMENTS FOR

RESIDENTIAL CARPORT
ENCLOSURE TO GARAGE

This information covers the basic requirements for the enclosure of an existing carport
on a single-family residence. A building permit is required to modify a carport to a
garage. Any electrical that is added to an existing carport or garage also requires a
permit. This should not be considered as a complete list of code requirements.
Inspections must be passed before the work is considered completed by the City of
Scottsdale.

A.

DEFINITIONS

A carport is an accessory structure or portion of a main building with two or more open
sides designated for the parking of motor vehicles. Enclosed storage facilities may be
provided as part of a carport.

LOCATION

The location of the existing carport must meet the setback requirements for your property
zoning. A copy of the City of Scottsdale standard zoning requirements is included. If your
property is located in a planned community development with amended standards or if you
do not know your zoning please contact the Planning and Development Services
Department at 480-312-7083. NOTE: setbacks are measured from property lines.

PERMIT AND PLAN REQUIRMENTS

e Plot plan-provide a plot plan (see attached example) showing the streets, property
lines, lot dimensions, location of the existing house on the lot and the location of the
existing carport. Provide the setback dimensions from property lines and any
existing structures that may be adjacent to the building area. You may check with
the City Records Department (480-312-2356) to see if there is an existing site plan
on file for your property. If one is not available, you can get a copy of your
subdivision lot showing the lot dimensions and any easements that may be on your

property.

¢ Building plans-the attached building plans are for your use. You cannot exceed the
building dimensions that are shown. Provide the actual dimensions for the new
walls and the area to be enclosed. Include the location of any existing doors or
windows that may now open to your carport from the residence.



D. INSPECTION REQUIREMENTS

You will be provided an inspection card that will list and detail the required inspections.
The following list is for your information and may vary depending on what you will be
including in your building.

e A miscellaneous footing inspection.

e A rough framing inspection NOTE: if you are providing electrical you

will also need a rough electrical inspection.
e Wall board/drywall inspection (if being installed)
e A final inspection for framing and electrical (if applicable)

Phone Numbers:

Inspection Services 480-312-5750
Development Services-

Planning and Zoning Division 480-312-7083
Automated Inspection

Request Line 480-312-5796

ABBREVIATIONS:

W/N=WITHIN

0.C.=ON CENTER
PRESS.=PRESSURE TREATED
P.U.E.=PUBLIC UTILITY EASEMENT
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Date velocity)
(For Areas Under Study Or Preliminary F.I.R.M.)
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and velocity. No habitable
floors are permitted below
lowest floor elevation)
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TOP PLATE NAILED TO

,,,,,,,,,,,,,,,,, |~ EXISTING BEAM
| 24 OR 2% STUDS

(\ STUCCO SYSTEM OR
T1—11 OVER 15#

BUILDING PAPER

TOP OF WALL MINIMUM 3/8" PLYWD

2X4 OR 2X6 STUDS
REDWOOD OR PRESSURE TREATED

7 IF LESS THAN 6" TO GRADE

2X4 OR 2X6 BOTTOM PLATE
REDWOOD OR PRESSURE TREATED

WEEP SCREED
3/4" BELOW FIN.FL.

D
v
Q

D
a
Avd
A
g
o
-

SILL PLATE ON EXISTING SLAB

2X4 OR 2X6 STUDS

STUCCO SYSTEM

2X4 OR 2X6 PLATE—FOUND.
- REDWOOD OR PRESS. TREATED

1/2" EXPANSION ANCHOR ~
2 1/2” MIN. IMBED. \&

@ 48" 0.C. & W/N 0 )
12" OF PLATE ENDS

| CONCRETE OR BLOCK STEM
44 CONT.

WEEP SCREED
3/4" BELOW FIN.FL.

=

D

v

Q
(oY

a
>

A
Q
=

EXTERIOR INFILL WALL BETWEEN
EXISTING POST AND BEAM CONSTRUCTION

— / CARPORT/GARAGE CONVERSION




NAILING SCHEDULE (TABLE

23—11—B—1)

CONNECTION NAILING !
1. JOIST TO SILL OR GIRDER, TOENAIL 3—8d
2. BRIDGING TO JOIST, TOENAIL EACH END 2—-8d
3. 1"x6” SUBFLOOR OR LESS TO EACH JOIST, FACE NAIL 2—-8d
4. WIDER THAN 1”x6” SUBFLOOR TO EACH JOIST, FACE NAIL 3—8d
5. 2”7 SUBFLOOR TO JOIST OR GIRDER, BLIND AND FACE NAIL 2-16d
6. SOLE PLATE TO JOIST OR BLOCKING, FACE NAIL 16d " 0.C

SOLE PLATE TO JOIST OR BLOCKING, AT BRACED WALL PANELS

~N

. TOP PLATE TO STUD, END NAIL

. STUD TO SOLE PLATE

4—-8d, TOENAIL OR
2—-16d, END NAIL

. DOUBLE STUDS, FACE NAIL

16d at 24" O.C.

10. DOUBLED TOP PLATES, FACE NAIL 16d at 16” O.C.

DOUBLED TOP PLATES, LAP SPLICE 8-16d
11. BLOCKING BETWEEN JOISTS OR RAFTERS TO TOP PLATE, TOENAIL 3—8d
12. RIM JOIST TO TOP PLATE, TOENAIL 8d at 16” O.C.
13. TOP PLATES, LAPS AND INTERSECTIONS, FACE NAIL 2-16d

14. CONTINUOUS HEADER, TWO PIECES 16d at 16” 0.C.

ALONG EACH EDGE
15. CEILING JOIST TO PLATE 3—8d
16. CONTINUOUS HEADER TO STUD, TOENAIL 4—-8d
17. CEILING JOISTS, LAPS OVER PARTITIONS, FACE NAIL 3—16d
18. CEILING JOISTS TO PARALLEL RAFTERS, FACE NAIL 3—16d
19. RAFTER TO PLATE, TOE NAIL 3—8d
20. 1" BRACE TO EACH STUD AND PLATE, FACE NAIL 2-8d
21. 1"x8” SHEATHING OR LESS TO EACH BEARING, FACE NAIL 2-8d
22. WIDER THAN 1"x8” SHEATHING TO EACH BEARING, FACE NAIL 3—8d

23.

BUILT-UP CORNER STUDS

16d at 24" O.C.

24,

BUILT-UP GIRDER AND BEAMS

20d at 32" 0.C. AT TOP AND

BOTTOM AND STAGGERED 2-20d
AT ENDS AND AT EACH SPLICE

25. 2" PLANKS 3—8d
26. WOOD STRUCTURAL PANELS AND PARTICALBOARD:?
SUBFLOOR, ROOF AND WALL SHEATHING (TO FRAMING):
1/2" AND LESS 6d3
19/32" — 3/4" 8d4 or 6d5
7/8" — 1" 8d3
11/8" —11/4" 10d4 or 8d5
COMBINATION SUBFLOOR—UNDERLAYMENT (TO FRAMING):
3/4" AND LESS 6d5
7/8" — 1" 8d5
11/8" —11/4 10d4 or 8d5
27. PANEL SIDING (TO FRAMING):
1/2" OR LESS 6d6
5/8" 8d6
28. FIBERBOARD SHEATHING:?
1/2" No. 11 ga.8
6d4
No. 16 ga.?
25/32" No. 11 ga.8
8d4
No. 16 ga.?
29. INTERIOR PANELING
1/4" 4410
3/8" 6d11

CONTINUED



NAILING SCHEDULE
(TABLE 23—11-B—1)
NOTES

COMMON OR BOX NAILS MAY BE USED EXCEPT WHERE
OTHERWISE STATED.

NAILS SPACED AT 6 INCHES ON CENTER AT EDGES, 12
INCHES AT INTERMEDIATE SUPPORTS EXCEPT 6 INCHES
AT ALL SUPPORTS WHERE SPANS ARE 48 INCHES OR
MORE. FOR NAILING OF PLYWOOD AND PARTICLEBOARD
DIAPHRAGMS AND SHEAR WALLS, REFER TO SECTION
2315.3.3 AND 2315.4 NAILS FOR WALL SHEATHING MAY
BE COMMON, BOX OR CASING.

COMMON OR DEFORMED SHANK.
COMMON.
DEFORMED SHANK.

CORROSION—RESISTANT SIDING OR CASING NAILS CON-—
FORMING TO THE REQUIREMENTS OF SECTION 2304.3.

FASTENERS SPACED 3 INCHES ON CENTER AT EXTERIOR
EDGES AND 6 INCHES ON CENTER AT INTERMEDIATE
SUPPORTS.

CORROSION—RESISTANT ROOFING NAILS WITH 7/16” DIA.
HEAD AND 1 1/2” LENGTH FOR 1/2” SHEATHING AND 1 3/4"
LENGTH FOR 25/32" SHEATHING CONFORMING TO THE
REQUIREMENTS OF SECTION 2304.3.

CORROSION—RESISTANT STAPLES WITH NOMINAL 7/16"
CROWN AND 1 1/8" LENGTH FOR 1/2" SHEATHING AND
1 1/2" LENGTH FOR 25/32" SHEATHING CONFORMING TO
THE REQUIREMENTS OF SECTION 2304.3.

PANEL SUPPORTS AT 16 INCHES [20 IF STRENGTH AXIS
IN THE LONG DIRECTION OF THE PANEL, UNLESS
OTHERWISE MARKED]. CASING OR FINISH NAILS SPACED
6 INCHES ON PANEL EDGES, 12 INCHES AT INTERMEDIATE
SUPPORTS.

PANEL SUPPORTS AT 24 INCHES. CASING OR FINISH NAILS
SPACED 6 INCHES ON PANEL EDGES, 12 INCHES AT
INTERMEDIATE SUPPORTS.






CITY OF SCOTTSDALE
SUBMITTAL
REQUIREMENTS FOR AN
ATTACHED RESIDENTIAL
PATIO COVER

This information covers the basic requirements for the construction or replacement or a
residential patio cover for single-family residence. A building permit is required for any
attached addition to the residence including the construction of an attached patio cover or
for the repair and replacement or an existing patio cover. Any electrical that is added to
an existing patio cover also requires a permit. This should not be considered as a
complete list of code requirements. Inspections must be passed before the work is
considered completed by the City of Scottsdale.

A. DEFINITIONS
A patio cover is a one-story structure, not exceeding 12 feet in height, attached to the
existing residence and is entirely open on two or more sides. Patio covers shall be used
only for recreational and outdoor living purposes.

B. LOCATION
The location of the patio cover must meet the setback requirements for your property
zoning. A copy of the City of Scottsdale standard zoning requirements is included. If your
property is located in a planned community development with amended standards or if you
do not know your zoning please contact the Planning and Development Services
Department at 480-312-7083. NOTE: setbacks are measured from property lines.

C. PERMIT AND PLAN REQUIRMENTS

e Plot plan-provide a plot plan (see attached example) showing the streets, property
lines, lot dimensions, location of the existing house on the lot and the location of the
new patio cover. Provide the setback dimensions from property lines and any
existing structures that may be adjacent to the building area. You may check with
the City Records Department (480-312-2356) to see if there is an existing site plan
on file for your property. If one is not available, you can get a copy of your
subdivision lot showing the lot dimensions and any easements that may be on your
property.

e Building plans-the attached building plans are for your use. You cannot exceed the
building dimensions that are shown. Provide the actual dimensions and height of
the building that you intend to build and label the use.



D. INSPECTION REQUIREMENTS

You will be provided an inspection card that will list and detail the required inspections.
The following list is for your information and may vary depending on what you will be
including in your building.

e A miscellaneous footing inspection.

e A rough framing inspection NOTE: if you are providing electrical you

will also need a rough electrical inspection.
e Wall board/drywall inspection (if being installed)
e A final inspection for framing and electrical (if applicable)

Phone Numbers:

Inspection Services 480-312-5750
Development Services-

Planning and Zoning Division 480-312-7083
Automated Inspection

Request Line 480-312-5796

ABBREVIATIONS:

W/N=WITHIN

O0.C=ONCENTER
PRESS.=PRESSURE TREATED
P.U.E.=PUBLIC UTILITY EASEMENT
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NAILING SCHEDULE (TABLE

23—11—B—1)

CONNECTION NAILING !
1. JOIST TO SILL OR GIRDER, TOENAIL 3—8d
2. BRIDGING TO JOIST, TOENAIL EACH END 2—-8d
3. 1"x6” SUBFLOOR OR LESS TO EACH JOIST, FACE NAIL 2—-8d
4. WIDER THAN 1”x6” SUBFLOOR TO EACH JOIST, FACE NAIL 3—8d
5. 2”7 SUBFLOOR TO JOIST OR GIRDER, BLIND AND FACE NAIL 2-16d
6. SOLE PLATE TO JOIST OR BLOCKING, FACE NAIL 16d " 0.C

SOLE PLATE TO JOIST OR BLOCKING, AT BRACED WALL PANELS

~N

. TOP PLATE TO STUD, END NAIL

. STUD TO SOLE PLATE

4—-8d, TOENAIL OR
2—-16d, END NAIL

. DOUBLE STUDS, FACE NAIL

16d at 24" O.C.

10. DOUBLED TOP PLATES, FACE NAIL 16d at 16” O.C.

DOUBLED TOP PLATES, LAP SPLICE 8-16d
11. BLOCKING BETWEEN JOISTS OR RAFTERS TO TOP PLATE, TOENAIL 3—8d
12. RIM JOIST TO TOP PLATE, TOENAIL 8d at 16” O.C.
13. TOP PLATES, LAPS AND INTERSECTIONS, FACE NAIL 2-16d

14. CONTINUOUS HEADER, TWO PIECES 16d at 16” 0.C.

ALONG EACH EDGE
15. CEILING JOIST TO PLATE 3—8d
16. CONTINUOUS HEADER TO STUD, TOENAIL 4—-8d
17. CEILING JOISTS, LAPS OVER PARTITIONS, FACE NAIL 3—16d
18. CEILING JOISTS TO PARALLEL RAFTERS, FACE NAIL 3—16d
19. RAFTER TO PLATE, TOE NAIL 3—8d
20. 1" BRACE TO EACH STUD AND PLATE, FACE NAIL 2-8d
21. 1"x8” SHEATHING OR LESS TO EACH BEARING, FACE NAIL 2-8d
22. WIDER THAN 1"x8” SHEATHING TO EACH BEARING, FACE NAIL 3—8d

23.

BUILT-UP CORNER STUDS

16d at 24" O.C.

24,

BUILT-UP GIRDER AND BEAMS

20d at 32" 0.C. AT TOP AND

BOTTOM AND STAGGERED 2-20d
AT ENDS AND AT EACH SPLICE

25. 2" PLANKS 3—8d
26. WOOD STRUCTURAL PANELS AND PARTICALBOARD:?
SUBFLOOR, ROOF AND WALL SHEATHING (TO FRAMING):
1/2" AND LESS 6d3
19/32" — 3/4" 8d4 or 6d5
7/8" — 1" 8d3
11/8" —11/4" 10d4 or 8d5
COMBINATION SUBFLOOR—UNDERLAYMENT (TO FRAMING):
3/4" AND LESS 6d5
7/8" — 1" 8d5
11/8" —11/4 10d4 or 8d5
27. PANEL SIDING (TO FRAMING):
1/2" OR LESS 6d6
5/8" 8d6
28. FIBERBOARD SHEATHING:?
1/2" No. 11 ga.8
6d4
No. 16 ga.?
25/32" No. 11 ga.8
8d4
No. 16 ga.?
29. INTERIOR PANELING
1/4" 4410
3/8" 6d11

CONTINUED



NAILING SCHEDULE
(TABLE 23—11-B—1)
NOTES

COMMON OR BOX NAILS MAY BE USED EXCEPT WHERE
OTHERWISE STATED.

NAILS SPACED AT 6 INCHES ON CENTER AT EDGES, 12
INCHES AT INTERMEDIATE SUPPORTS EXCEPT 6 INCHES
AT ALL SUPPORTS WHERE SPANS ARE 48 INCHES OR
MORE. FOR NAILING OF PLYWOOD AND PARTICLEBOARD
DIAPHRAGMS AND SHEAR WALLS, REFER TO SECTION
2315.3.3 AND 2315.4 NAILS FOR WALL SHEATHING MAY
BE COMMON, BOX OR CASING.

COMMON OR DEFORMED SHANK.
COMMON.
DEFORMED SHANK.

CORROSION—RESISTANT SIDING OR CASING NAILS CON-—
FORMING TO THE REQUIREMENTS OF SECTION 2304.3.

FASTENERS SPACED 3 INCHES ON CENTER AT EXTERIOR
EDGES AND 6 INCHES ON CENTER AT INTERMEDIATE
SUPPORTS.

CORROSION—RESISTANT ROOFING NAILS WITH 7/16” DIA.
HEAD AND 1 1/2” LENGTH FOR 1/2” SHEATHING AND 1 3/4"
LENGTH FOR 25/32" SHEATHING CONFORMING TO THE
REQUIREMENTS OF SECTION 2304.3.

CORROSION—RESISTANT STAPLES WITH NOMINAL 7/16"
CROWN AND 1 1/8" LENGTH FOR 1/2" SHEATHING AND
1 1/2" LENGTH FOR 25/32" SHEATHING CONFORMING TO
THE REQUIREMENTS OF SECTION 2304.3.

PANEL SUPPORTS AT 16 INCHES [20 IF STRENGTH AXIS
IN THE LONG DIRECTION OF THE PANEL, UNLESS
OTHERWISE MARKED]. CASING OR FINISH NAILS SPACED
6 INCHES ON PANEL EDGES, 12 INCHES AT INTERMEDIATE
SUPPORTS.

PANEL SUPPORTS AT 24 INCHES. CASING OR FINISH NAILS
SPACED 6 INCHES ON PANEL EDGES, 12 INCHES AT
INTERMEDIATE SUPPORTS.
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